


4. Two weather tables are indicated: Weather table indicated in Section 01 11 13 Administrative 
Provisions will be used. 
 

5. Disregard reference to one year warranty period and use the 2 year Maintenance Bond 
provided in the documents. 

 
6. Section 01 23 00, Part 3 Execution – 3.01 Schedule of Alternates: 

a. Alternate #5:  The Deduct alternate is the net savings to provide the fence as described in 
the alternate description in lieu of the masonry wall with footings, grade beams and rebar 
as detailed in the Documents including structural and architectural Documents.  

 
7. Building permit, impact, and tap fees have been waived for the General Contractor.  General 

Contractor will be responsible for registering the sub-contractors & paying the registration fee as 
well as following all other permit requirements. 

 
8. Note that the City is providing site utility services to the building as described on sheet C-106 on 

the drawing and under special utility note to save money.  This includes the proposed FH 
indicated on the drawing on C-106 as well as meters and vaults. Under the Base bid contract, 
the Contractor will install service from and including the lift station and grinder pump to and 
throughout the building. 
 

9. Refer to Note 42, AS-101 The relocated street lights will be the responsibility of the Owner. 
 

10. Refer to Sheet IRR-1 note the valve information in State Hwy 123 was cut off on the original 
printing.  See attached, sheet with this information for valves 9, 10 and 11. 

 
11. Refer to door schedule A-601 add access control to comments for doors 115, 118A, 132, 137A 

and exterior doors 101, 139B, 144A & 145B.  Provide conduit per electrical details and modify 
hardware to include electronic card read access control system. 
 

12. Refer to Monument Sign Detail (1/AS2.04) Include vertical reinforcing and dowels to match 
3/S104 Footing at Screen wall detail 

 
13. Provide 6" paving with reinforced #3 bar at 18"cc at the electrical transformer & generator pad..  

Refer to AS-103 for location/slope. 
 

14. Get To Know Courtyard Screenwall has concrete footings per Structural, sheet S104.  Disregard 
the architectural details detailing concrete grade beam on piers on drawings1,2&7/AS-202, 
2&3/AS-203.  Also disregard reference to unit pricing for drilled piers on the proposal form. 
 

15. Get To Know Courtyard shall be graded to slope away from building/walks toward SE corner of 
courtyard.  GC to install PVC through wall weeps/drains as detailed 2/AS-202 located  at grade 
on interior of courtyard & sloped to exterior of courtyard wall (above paving).  Field coordinate 
exact elevations of PVC drainage after complete installation to provide complete drainage of 
water. 
 

16. In lieu of the specified plastic signs, Section 10 14 00 2.0, provide: 
                Manufacturer: APCO Signs 
                Series: Elevate – 6”Width Series + TamperProof  (Colors to be selected at time of submittal) 

    Sign Types: EV06 – 116-0 (Typical Signs), EV06-112-0 (Medical Room #136),  
Typical ADA Restroom Signs per code 

                Contact: Diana Barcafar – 817.483.0075  dbarcafar@apcosigns.com 
 



17. Refer to AS101 and L 1 - disregard "walkway” indicated on the east side of the livestock pen 
extend sod to the edge of the pen. 
 

18. All floor surfaces at floor drains located with circulation routes shall not exceed ¼” per foot to 
meet TAS requirements. 
 

19. Refer to AS102 - Not all 12”.square pavers are shown.  Follow sheet L2 sizes as indicated. 
Install per sheet L-2 and disregard sand bed detail on AS203. 
 

20. Refer to note 8/ AS101 delete the reference to 12” mow strip. Provide18” detailed on 5/ AS 202. 
 

21. Refer to drawings and specification for prefab stairs and landing references. All footings and 
support of the prefab stairs and landings shall be part of the design, engineering and installation 
of the stairs and shall be the responsibility of the contractor. The bottom concrete landing at the 
stairs shall be constructed per the sidewalk details on sheet C105. 
 

22. Refer to attached revised ES-101 and add the following to 32 31 19 :Gate Operator for Gate G-
1.- Slide gate operator shall be equal to LiftMaster MODEL SL 575 heavy duty slide gate operator, ½ hp, 
115 volt, single phase AC power.  Gate speed shall be approximately one foot/second. Operator shall use a 
micro-processor based control board, LiftMaster MODEL SL 575 heavy duty for sliding gate and SW 490 for 
swinging gate to control all entry gate operator functions.  The control board will be of such design that limit 
switches or relays are not used for motor control.  The gate operator shall automatically set its own limits, 
and shall automatically sense and adjust for gate coasting.  An adjustable timer shall be built into the control 
board to allow for automatic gate closing.  Control board shall have two loop ports for loop detectors.  
Control board shall have inputs for full gate opening and for partial gate opening.  Ground loops shall be 
user setable to either stop gate, or reverse gate travel.  Control board functions shall be user setable by a 
pair of eight (8) DIP switches.  System shall be programmable to set open and close times as an override 
feature. Inherent reverse system shall reverse direction of gate travel if an obstruction or entrapment is 
sensed in either the opening or closing cycle.  Inherent reverse system shall not rely on any external or add 
on devices. Gate Operator Capacity: Gate weight:  1,200 lbs.  Speed:  1 ft./sec. :Gates shall include the 
following where indicated in the Gate Schedule on the drawings: 

 
a. “AIPHONE” intercom, post mounted. 
b. Pushbutton open switch in fire department master-keyed lock box, post mounted. 
c. Card readers that will match function and entry code with owner’s access control   
d. Push button keypad adjacent to card reader 
e. Remote, push button operation from the building. 
f. Exterior and interior safety loop for sensing vehicles and a failsafe operation in case of power 

failure. The gate operators shall be located on the secured side of fence near the closing end 
and shall operate the gate through the double chain concept. 

g. Provide all necessary power and conduit for a complete and operational system. 

 
23. Walk-In Freezer:  Remove air curtain from specification 10 00 00, 2.01 Walk-In Freezer; Doors. 

 
24.  Magnetic Marker Board:  Provide as specified Section 10 00 00.  4’H x 8’L. 

 
25. Acoustical Wall Panels: 

 
All acoustical wall panels in Kennels (Rooms 126, 130, 142 and 143) to be as specified, 
Section 10 00 00, 2.01 Products: B. Acoustical Panels at Kennels. 
 
All 2’ x 2’ acoustical panels located in corridors outside of kennels, shall be SWP-1, per 
Finish Schedule. 

 



26.  Finish:  WT-1  Provide continuous Koroseal, ‘Korogard’ C400-Series Crash Rail mounted over 
continuous aluminum retainer.  Color:  TBD from manufacturer’s standard colors.  Provide end 
caps at all exterior/interior corners.  Koroseal representative:  Jaimie Westemeier  
(214)244-4843. 
 

27. Sheet A-101A, Note 40 - Narcotics Cabinet:- Provide as specified in Section 10 00 00, 2.01 P. 
Safe.  Change reference on drawings from Narcotics cabinet to “safe” to match specs 
 

28. Plumbing Plan – Sheet P-101; Relocate floor drain in Room 136-Medical closer to walk-in 
freezer door.   Add 3” FD-1 to Room 144-Sally Port – near walk-in freezer door.  Coordinate with 
architect prior to construction for exact location. 
 

29. Note 49/AS-101, should refer to pipe rail detail 8/AS-203. 
 

30. Specification Section 10 00 00 – 2.01, N. Coyote Rollers.  Install at Get To Know Courtyard only 
shall be continuous at all perimeter fence. 
 

31. Refer to attached ES-101, E-101, and E-401 include modifications indicated, including 
classification for speaker conduit.  Also reference Alternate #1, Canopy lights shall be equal to 
Metalux VT2 mounted to underside of structure. 
 

32. The horizontal member used to support the vertical channel for attaching the wall panel to the 
Knight System may be omitted if the system is engineered to work without it.  It may be possible 
to attach the vertical member to each stud if properly designed and constructed.  The top course 
of masonry may need to be deeper to allow the wall panel to set over the masonry as designed. 
Field coordinate during assembly of mock up panel Coordinate with section 05 40 00 Cold 
Formed Metal Framing  
 

33. At new Drop-Off lane along Fred Byrd, sawcut and remove existing curb.  Construct new Drop-
Off are as indicated in accordance with revised C103 and City of Seguin Standard Street 
Details, including concrete curb. 
 

34. Spec Section 10 00 00, 2.01 F Downspout Boots..  4x6x6 diameter x 4’ long extruded aluminum  
downspout boots by McKinley Iron Works will be allowed in lieu of the cast iron specified, since 
their foundry is in the process of being relocated. Delete reference to 4x4 on the south side and 
maintain 4x6 as indicated on the Roof Plan  (DS4 on the north side and DS8 on the south side). 
 

35.  Refer to 07 42 13 Preformed Metal Wall Panels, 1.09 Warranty:  replace the reference to a 10 
year weathertightness and water intrusion warranty in paragraph 1 with a 2 year workmanship 
warranty.  
 

36.  Washing machineP.. The specified IPSO washing machine has been discontinued.  The rep 
quoted a model that is comparable:  IPSO Model #ICN060 60 lb Capacity G2-F Speed 100 G-
Force Commercial Washing Machine with Programmable Controller and 6" base.   

 
37. Refer details 205/E-501, coordinate exact location of conduit run for card access reader during 

construction with door hardware manufacturer. 
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PART 1 – GENERAL 

 

1.01 RELATED DOCUMENTS 

 

 Drawings and general provisions of Contract, including General and Supplementary Conditions and 

Division 1 Specification sections, apply to work of this section. 

 

1.02 WORK INCLUDED Fence and gates as indicated on the Documents.  

  

A. Fence framework, fabric, and accessories. 

  

B. Excavation for post bases; concrete foundation for posts, and center drop for gates. 

  

1.03 RELATED WORK 

 

1. Section 03300 – Cast-in-Place Concrete 

2. Section 08332 – Overhead Coiling Grille 

3. Section 08710 – Finish Hardware  

 

1.04 REFERENCES 

 

A. ASTM A116 – Zinc-Coated (Galvanized) Steel Woven Wire Fence Fabric. 

B. ASTM A121 – Zinc-Coated (Galvanized) Steel Barbed Wire. 

C. ASTM A123 – Zinc (Hot Dip Galvanized) Coatings on Iron and Steel Products. 

D. ASTM A153 – Zinc Coating (Hot-Dip) on Iron and Steel. 

E. ASTM A392 – Zinc-Coated Steel Chain-Link Fence Fabric. 

F. ASTM A446 – Steel Sheet, Zinc-Coated (Galvanized) by the Hot-Dip Process, Structural 

(Physical) Quality. 

G. ASTM A569 – Steel, Carbon (0.15 Maximum Percent), Hot-Rolled Sheet and Strip Commercial 

Quality. 

H. ASTM C94 – Ready-mixed Concrete. 

I. ASTM F567 – Installation of Chain-Link Fence. 

J. ASTM F669 – Strength Requirements of Metal Posts and Rails for Industrial Chain Link Fence. 

K. ASTM F1083 – Pipe, Steel, Hot-Dipped Zinc-Coated (Galvanized) Welded, for Fence Structures. 

L. ASTM F1234 – Protective Coatings on Steel Framework for Fences. 

M. Chain Link Fence Manufacturers Institute (CLFMI) – Product Manual. 

 

1.05 SUBMITTALS 

 

A. Submit as per requirements of Section 01300. 

 

B. Product Data:  Provide data on fabric, posts, accessories, fittings and hardware. 

 

C. Shop Drawings:  Indicate plan layout, spacing of components, post foundation dimensions, 

hardware anchorage, and schedule of components. 

 

1.06 QUALITY ASSURANCE 

 

A. Perform work in accordance with CLFMI-Product Manual and Manufacturer’s Written Instructions. 

 

B. Minimum 5 years experience for Installer. 

 

1.07 DELIVERY, STORAGE AND HANDLING 

 

Deliver products to site, store and protect products under provisions of Section 01600 and per 

manufacturer’s printed instructions. 
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PART 2 – PRODUCTS 

 

2.01 ACCEPTABLE MANUFACTURERS 

 

A. Products specified are manufactured by American Fence Corporation and are listed as a standard 

of quality. 

 

B. Products of Cyclone Fence, USX Corporation and Anchor Fence, Inc. conforming to the 

specification requirements are acceptable. 

 

C. Substitutions under provisions of Section 01600. 

 

2.02 MATERIALS 

 

 A. Conform to CLFMI Product Manual. 

 

 B. Steel Framing:  Contractor to use Type I. 

 

1. Type I:  ASTM F 1083 Schedule 40, standard weight galvanized steel pipe, welded 

construction, minimum yield strength of 25 ksi; coating conforming to ASTM F 1234 Type A 

on pipe exterior and interior. 

 

C. Fabric:  ASTM A 392; 9 gauge galvanized steel wire, 1 1/2 inch diamond mesh interwoven wire, 

top and bottom salvages knuckled.   

 

2.03 COMPONENTS, Contractor to use Type I. 

 

A. End, Corner, and Pull Posts:  Minimum sizes and weights as follows. 

 

1. Up to 6 Foot Fabric Height: 

Type I Posts:  2.375 inch outside diameter pipe, 3.65 pounds per lineal foot. 

2. Over 6 Foot to 13 Foot Fabric Height: 

Type I Posts:  2.875 inch outside diameter pipe, 5.79 pounds per lineal foot. 

3. 13 Foot and Over Fabric Height (If required): 

Type I Posts:  Round; 4.0 inch outside diameter pipe, 9.10 pounds per lineal foot. 

 

B. Line (Intermediate) Posts:  Minimum sizes and weights as follows. 

 

1. Up to 6 Foot Fabric Height: 

Type I Posts:  Round; 1.90 inch outside diameter pipe, 2.72 pounds per lineal foot. 

2. Over 6 Foot to 8 Foot Fabric Height: 

Type I Posts:  Round; 2.375 inch outside diameter pipe, 3.65 pounds per lineal foot. 

3. Over 8 Foot Fabric Height: 

Type I Posts:  2.875 inch outside diameter pipe, 5.79 pounds per lineal foot. 

 

C. Gate Posts:  For single gate or one leaf of double gate, as follows. 

 

1. Up to 6 Foot Fabric Height: 

Type I Posts:  2.875 inch outside diameter pipe, 5.79 pounds per lineal foot. 

2. Over 6 Foot Fabric Height: 

Type I Posts:  Round; 4.00 inch outside diameter pipe, 9.10 pounds per lineal foot. 
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D. Top, Intermediate, and Bottom Rails:  Manufacturer's longest lengths. 

 

1. Typical: 

Type I:  Round; 1.66 inch outside diameter pipe, 2.27pounds per lineal foot. 

2. Couplings:  Expansion type, approximately 6 inches long. 

3. Attaching Devices:  Means of attaching top rail securely to each gate, corner, pull, and end 

post. 

 

 

 

 

2.04 ACCESSORIES 

 

 A. Sleeves:  Galvanized steel pipe with inside diameter not less than 1/2 inch greater than outside 

diameter of fence posts.  Provide steel plate closure welded to bottom of sleeves of width and 

length not less than 1 inch greater than outside diameter of sleeve. 

 

1. Up to 6 Foot Fabric Height:  Provide sleeve not less than 12 inches long. 

2. Over 6 Foot Fabric Height:  Provide sleeve not less than 24 inches long. 

 

 B. Tension Wire:  7 gauge steel, metallic-coated coil spring wire, in accordance with ASTM A 824, 

located at the bottom of fence fabric. 

 

 C. Wire Ties:  11 gauge galvanized steel. 

 

 D. Post Brace Assembly:  Manufacturer's standard adjustable brace at end and gate posts and at 

both sides of corner and pull posts, with horizontal brace located at mid-height of fabric.  Use 

same materials as top rail for brace, and truss to line posts with 0.375 inch diameter rod and 

adjustable tightener. 

 

 E. Post Tops:  Galvanized steel, weather tight closure cap for tubular posts, one cap for each post.  

Furnish cap with openings to permit passage of top rail. 

 

 F. Stretcher Bars:  Galvanized steel, one piece lengths equal to full height of fabric; with minimum 

cross section of 3/16 inch x 3/4 inch.  Provide one stretcher bar for each gate and end post, one 

for each top rail, and two for each corner and pull post. 

 

 G. Stretcher Bar Bands:  Manufacturer's standard. 

 

 H. Gate Cross-Bracing:  3/8 inch diameter galvanized steel adjustable length truss rods. 

 

 

2.06 MIXES 

 

 A. Concrete:  Specified in Section 03300. 

 

 B. Grout:  Specified in Section 03300, premixed, factory-packaged, non-staining, non-corrosive 

grout.  Provide type formulated for exterior application. 

 

2.07 FABRICATION 

 

 A. Fabricate swing gate perimeter frames of 1.90 inch outside diameter galvanized steel pipe.  

Provide horizontal and vertical members to ensure proper gate operation and for attachment of 

fabric, hardware, and accessories.  Space frame members maximum 8'-0" apart. 
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 B. Assemble gate frames rigidly by welding or with special fittings and rivets.  Use same fabric as for 

fence.  Install fabric with stretcher bars at vertical edges.  Bars may also be used at top and 

bottom edges.  Attach stretchers to frame at not more than 15 inches on center.  Install diagonal 

cross-bracing on gates as required to ensure frame rigidity without sag or twist. 

 

 C. Attach hardware to provide security against removal or breakage. 

 

2.08 FINISHES 

 

 A. Galvanize as follows: 

 

1. Fabric:  Not less than 1.8 oz zinc per square foot. 

2. Framing:  Not less than 1.8 oz zinc per square foot. 

PART 3 – EXECUTION 

 

3.01 EXAMINATION 

 

 A. Verification of Conditions:  Verify that field measurements, surfaces, substrates and conditions are 

as required, and ready to receive Work. 

 

 B. By beginning Work, Contractor accepts conditions and assumes responsibility for correcting 

unsuitable conditions encountered at no additional cost.  

 

3.02 INSTALLATION 

 

 A. Install fence in accordance with ASTM F 567 and manufacturer's published instructions. 

 

 B. Install gates in accordance with ASTM F 900 and manufacturer's published instructions. Locate as 

indicated on drawings.  Field verify exact locations. 

 

 C. Space line posts a maximum 10 feet 0 inches on center maximum, unless otherwise indicated on 

Drawings. 

 

 D. Grade-set Posts: 

 

1. Drill or hand excavate. 

2. Excavate each post hole to 12 inch diameter, or not less than four times diameter of post. 

3. Excavate approximately 3 inches lower than post bottom; set post bottom not less than 36 

inches below finish grade. 

4. Hold post in position while placing, consolidating, and finishing concrete. 

 

 E. Sleeve-set Posts:  Anchor posts in concrete by means of pipe sleeves preset and anchored into 

concrete.  After posts have been inserted into sleeves, fill annular space between post and sleeve 

solid with grout, mixed and placed to manufacturer's recommendations. 

 

 F. Rails:  Run rails between post at bottom, mid, and top of fence, and as indicated on drawings, 

bending smoothly for curved runs located at the bottom of the fence fabric.  Provide expansion 

couplings as recommended by fencing manufacturer. 

 

 G. Mid Rails:  Provide center rails where indicated.  Install in one piece between posts and flush with 

post on fabric side, using offset fittings where necessary.   

 

 H. Brace Assemblies:  Install braces so posts are plumb with rod in tension. 
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I. Tension Wire:  Install tension wires through fabric and tie to each post with not less than 11 gauge 

galvanized wire.  Fasten fabric to tension wire using 11 gauge galvanized steel hog rings spaces 

24 inches on center. 

 

 J. Fabric:  The fence fabric must be installed within 4 inches between finish grade and bottom 

selvage.  Pull fabric taut and tie to posts, rails, and tension wires.  Install fabric on security side of 

fence, and anchor to framework so fabric remains in tension after pulling force is released. 

 

 K. Stretcher Bars:  To secure end, corner, pull, and gate posts, thread through or clamp to fabric 4 

inches on center and secure to posts with metal bands spaced 15 inches on center. 

 

 L. Tie Wires: 

 

1. Use U-shaped wire conforming with diameter of pipe to which attached, clasping pipe and 

fabric firmly with ends twisted two full turns.  Bend wire ends to minimize hazards to persons 

or clothing. 

2. Tie fabric to line posts with wire ties spaced 12 inches on center.  Tie fabric to rails and 

braces with wire ties spaced 24 inches on center.  Manufacturer's standard procedure will 

be accepted if of equal strength and durability. 

 

N. Fasteners:  Install nuts for tension bands and hardware bolts on side of fence opposite fabric side. 

Peen ends of bolts or score threads to prevent removal of nuts. 

 

O. Install with a maximum opening and clearances of 1 ½” around entire perimeter to prevent small 

animal from escaping 

 

 

3.03 CONSTRUCTION 

 

 A. Site Tolerances:   

 

1. Maximum Variation from Plumb:  1/4 inch. 

2. Maximum Offset from True Position:  1 inch. 

3. Locate fencing components completely within site boundaries.  Do not infringe adjacent 

property lines. 

 

 

END OF SECTION 
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FORM CIQ

OFFICE USE ONLYThis questionnaire reflects changes made to the law by H.B. 23, 84th Leg., Regular Session.

This questionnaire is being filed in accordance with Chapter 176, Local Government Code, by a vendor who
has a business relationship as defined by Section 176.001(1-a) with a local governmental entity and the
vendor meets requirements under Section 176.006(a).

By law this questionnaire must be filed with the records administrator of the local governmental entity not later
than the 7th business day after the date the vendor becomes aware of facts that require the statement to be
filed.  See Section 176.006(a-1), Local Government Code.

A vendor commits an offense if the vendor knowingly violates Section 176.006, Local Government Code. An
offense under this section is a misdemeanor.

CONFLICT OF INTEREST QUESTIONNAIRE
For vendor doing business with local governmental entity

Date Received

A.  Is the local government officer or a family member of the officer receiving or likely to receive taxable income,
other than investment income, from the vendor?

                             Yes                 No

B.  Is the vendor receiving or likely to receive taxable income, other than investment income, from or at the direction
of the local government officer or a family member of the officer AND the taxable income is not received from the
local governmental entity?

                             Yes                 No

7

Check this box if the vendor has given the local government officer or a family member of the officer one or more gifts
as described in Section 176.003(a)(2)(B), excluding gifts described in Section 176.003(a-1).

Signature of vendor doing business with the governmental entity Date

Name of vendor who has a business relationship with local governmental entity.1

Check this box if you are filing an update to a previously filed questionnaire. (The law requires that you file an updated

completed questionnaire with the appropriate filing authority not later than the 7th business day after the date on which

you became aware that the originally filed questionnaire was incomplete or inaccurate.)

2

3 Name of local government officer about whom the information is being disclosed.

        Name of Officer

Describe each employment or other business relationship with the local government officer, or a family member of the
officer, as described by Section 176.003(a)(2)(A).  Also describe any family relationship with the local government officer.
Complete subparts A and B for each employment or business relationship described.  Attach additional pages to this Form
CIQ as necessary.

4

6

5
Describe each employment or business relationship that the vendor named in Section 1 maintains with a corporation or
other business entity with respect to which the local government officer serves as an officer or director, or holds an

ownership interest of one percent or more.
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CONFLICT OF INTEREST QUESTIONNAIRE

                                     For vendor doing business with local governmental entity

A complete copy of Chapter 176 of the Local Government Code may be found at http://www.statutes.legis.state.tx.us/
Docs/LG/htm/LG.176.htm. For easy reference, below are some of the sections cited on this form.

Local Government Code § 176.001(1-a): "Business relationship" means a connection between two or more parties
based on commercial activity of one of the parties.  The term does not include a connection based on:

(A)  a transaction that is subject to rate or fee regulation by a federal, state, or local governmental entity or an
agency of a federal, state, or local governmental entity;
(B)  a transaction conducted at a price and subject to terms available to the public; or
(C)  a purchase or lease of goods or services from a person that is chartered by a state or federal agency and
that is subject to regular examination by, and reporting to, that agency.

Local Government Code § 176.003(a)(2)(A) and (B):
(a)  A local government officer shall file a conflicts disclosure statement with respect to a vendor if:

***
(2)  the vendor:

(A)  has an employment or other business relationship with the local government officer or a
family member of the officer that results in the officer or family member receiving taxable
income, other than investment income, that exceeds $2,500 during the 12-month period
preceding the date that the officer becomes aware that

(i)  a contract between the local governmental entity and vendor has been executed;
or
(ii)  the local governmental entity is considering entering into a contract with the
vendor;

(B)  has given to the local government officer or a family member of the officer one or more gifts
that have an aggregate value of more than $100  in the 12-month period preceding the date the
officer becomes aware that:

                    (i)  a contract between the local governmental entity and vendor has been executed; or
                    (ii)  the local governmental entity is considering entering into a contract with the vendor.

Local Government Code § 176.006(a) and (a-1)
(a)  A vendor shall file a completed conflict of interest questionnaire if the vendor has a business relationship
with a local governmental entity and:

(1)  has an employment or other business relationship with a local government officer of that local
governmental entity, or a family member of the officer, described by Section 176.003(a)(2)(A);
(2)  has given a local government officer of that local governmental entity, or a family member of the
officer, one or more gifts with the aggregate value specified by Section 176.003(a)(2)(B), excluding any
gift described by Section 176.003(a-1); or

              (3)  has a family relationship with a local government officer of that local governmental entity.
(a-1)  The completed conflict of interest questionnaire must be filed with the appropriate records administrator
not later than the seventh business day after the later of:
           (1)  the date that the vendor:

(A)  begins discussions or negotiations to enter into a contract with the local governmental
entity; or
(B)  submits to the local governmental entity an application, response to a request for proposals
or bids, correspondence, or another writing related to a potential contract with the local
governmental entity; or

           (2)  the date the vendor becomes aware:
(A)  of an employment or other business relationship with a local government officer, or a
family member of the officer, described by Subsection (a);
(B)  that the vendor has given one or more gifts described by Subsection (a); or
(C)  of a family relationship with a local government officer.



Form provided by Texas Ethics Commission                                      www.ethics.state.tx.us                                                              Adopted 10/5/2015

FORM 1295CERTIFICATE OF INTERESTED PARTIES

OFFICE USE ONLOFFICE USE ONLOFFICE USE ONLOFFICE USE ONLOFFICE USE ONLYYYYY

 6 AFFIDAVIT I swear, or affirm, under penalty of perjury, that the above disclosure is true and correct.

AFFIX NOTARY STAMP / SEAL ABOVE

Title of officer administering oathPrinted name of officer administering oathSignature of officer administering oath

Sworn to and subscribed before me, by the said _______________________________________________,  this  the ______________  day

 of ________________, 20 _______ , to certify which, witness my hand and seal of office.

Signature of authorized agent of contracting business entity

ADD ADDITIONAL PAGES AS NECESSARY

     Name of Interested Party
Nature of Interest (check applicable)

City, State, Country
(place of business)

Controlling Intermediary

 4

Name of governmental entity or state agency that is a party to the contract for
which the form is being filed.

 2

 3 Provide the identification number used by the governmental entity or state agency to track or identify the contract,

and provide a description of the goods or services to be provided under the contract.

Complete Nos. 1 - 4 and 6 if there are interested parties.

Complete Nos. 1, 2, 3, 5, and 6 if there are no interested parties.

 1 Name of business entity filing form, and the city, state and country of the business
entity's place of business.

 5 Check only if there is NO Interested Party.






